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content of subsequent oil shipments is
low enough to cause the 30-day rolling
average sulfur content to be 0.5 weight
percent sulfur or less.

(3) Method 6B may be used in lieu of
CEMS to measure SO2 at the inlet or
outlet of the SO2 control system. An
initial stratification test is required to
verify the adequacy of the Method 6B
sampling location. The stratification
test shall consist of three paired runs
of a suitable SO2 and carbon dioxide
measurement train operated at the
candidate location and a second simi-
lar train operated according to the pro-
cedures in § 3.2 and the applicable pro-
cedures in section 7 of Performance
Specification 2 (appendix B). Method
6B, Method 6A, or a combination of
Methods 6 and 3 or Methods 6C and 3A
are suitable measurement techniques.
If Method 6B is used for the second
train, sampling time and timer oper-
ation may be adjusted for the strati-
fication test as long as an adequate
sample volume is collected; however,
both sampling trains are to be operated
similarly. For the location to be ade-
quate for Method 6B 24-hour tests, the
mean of the absolute difference be-
tween the three paired runs must be
less than 10 percent (0.10).

(e) The monitoring requirements of
paragraphs (a) and (d) of this section
shall not apply to affected facilities
subject to § 60.42c(h) (1), (2), or (3) where
the owner or operator of the affected
facility seeks to demonstrate compli-
ance with the SO2 standards based on
fuel supplier certification, as described
under § 60.48c(f) (1), (2), or (3), as appli-
cable.

(f) The owner or operator of an af-
fected facility operating a CEMS pur-
suant to paragraph (a) of this section,
or conducting as-fired fuel sampling
pursuant to paragraph (d)(1) of this sec-
tion, shall obtain emission data for at
least 75 percent of the operating hours
in at least 22 out of 30 successive steam
generating unit operating days. If this
minimum data requirement is not met
with a single monitoring system, the
owner or operator of the affected facil-
ity shall supplement the emission data
with data collected with other moni-
toring systems as approved by the Ad-
ministrator.

§ 60.47c Emission monitoring for par-
ticulate matter.

(a) The owner or operator of an af-
fected facility combusting coal, resid-
ual oil, or wood that is subject to the
opacity standards under § 60.43c shall
install, calibrate, maintain, and oper-
ate a CEMS for measuring the opacity
of the emissions discharged to the at-
mosphere and record the output of the
system.

(b) All CEMS for measuring opacity
shall be operated in accordance with
the applicable procedures under Per-
formance Specification 1 (appendix B).
The span value of the opacity CEMS
shall be between 60 and 80 percent.

§ 60.48c Reporting and recordkeeping
requirements.

(a) The owner or operator of each af-
fected facility shall submit notifica-
tion of the date of construction or re-
construction, anticipated startup, and
actual startup, as provided by § 60.7 of
this part. This notification shall in-
clude:

(1) The design heat input capacity of
the affected facility and identification
of fuels to be combusted in the affected
facility.

(2) If applicable, a copy of any Feder-
ally enforceable requirement that lim-
its the annual capacity factor for any
fuel or mixture of fuels under § 60.42c,
or § 60.43c.

(3) The annual capacity factor at
which the owner or operator antici-
pates operating the affected facility
based on all fuels fired and based on
each individual fuel fired.

(4) Notification if an emerging tech-
nology will be used for controlling SO2

emissions. The Administrator will ex-
amine the description of the control
device and will determine whether the
technology qualifies as an emerging
technology. In making this determina-
tion, the Administrator may require
the owner or operator of the affected
facility to submit additional informa-
tion concerning the control device. The
affected facility is subject to the provi-
sions of § 60.42c(a) or (b)(1), unless and
until this determination is made by the
Administrator.

(b) The owner or operator of each af-
fected facility subject to the SO2 emis-
sion limits of § 60.42c, or the PM or
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